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INTELLIGENT DIGITAL DISPLAY CONTROLLER
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The anti-corrosion level transmitter adopts a ceramic pressure sensor and a PTFE sleeve is installed 
outside the cable. It is mainly used for liquid level measurement of acid, alkali and other corrosive media. 
The entire transmitter is reliably sealed outside the connection of the housing, wires and other links, 
ensuring a long service life of the transmitter. The unique internal structure has an anti-condensation 
effect. Anti-corrosion level transmitters are widely used in chemical, environmental protection, 
pharmaceutical, industrial process control and many other occasions.

Input signal:                       Thermocouple: B,S,K,E,T,J,WRe...etc; 
                                                 Thermal resistance: PT100,Cu50, Cu10...etc; 
                                                 Voltage: 0~5V, 1~5V, 0~10V; 
                                                 Current: 0~10mA, 0~20mA, 4~20mA; 
                                                  Linear resistance: 0~400Ω. 
 
Output function:               Analog output: Voltage or current(Optional); 
                                                  Communication output: RS485; 
                                                  Supports 2-way or 4-way relay output. 
 
Accuracy:                              0.5%FS(Default) 
 
Measuring range:              -1999~9999 measurement value display 
 
Power method:                  DC24V (switch power supply);  
                                                  AC220V (linear power supply). 
 
Usage ambient:                 Temperature: 0~50℃ 
 
Relative humidity:            ≤85RH 
 

Display type:                           -1999~9999 measurement value display; 
                                                      -999~9999 set value display; 
                                                      Current channel AH and AL alarm value display; 
                                                      Led working status display; 
                                                      High brightness LED digital display. 
 
Output signal:                        DC 0~10mA (Load resistance≤750Ω); 
                                                      DC 4~20mA (Load resistance≤500Ω); 
                                                      DC 0~5V (Load resistance≤250Ω); 
                                                      DC 1~5V (Load resistance≤250Ω). 
 
Switch output:                       Relay controls output (AC220V/3A,DC24V/5A) 
 
Alarm type:                              2-way relay alarm output, LED indicator. 
 
Setting method:                    Panel touch button digital setting; 
                                                     Set value stored permanently after power off; 
                                                     Password lock the parameter settings. 
 
Power consumption:          ≤3W (DC24V switch power supply) 
                                           ≤5W (AC220 linear power supply) 
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